§35.600

Subpart H—Photon Emitting Re-
mote Afterloader Units, Tele-
therapy Units, and Gamma
lSJte_;eoiqcfic Radiosurgery
nits

§35.600 Use of a sealed source in a re-
mote afterloader unit, teletherapy
unit, or gamma  stereotactic
radiosurgery unit.

A licensee shall use sealed sources in
photon emitting remote afterloader
units, teletherapy units, or gamma
stereotactic radiosurgery units for
therapeutic medical uses:

(a) As approved in the Sealed Source
and Device Registry; or

(b) In research in accordance with an
active Investigational Device Exemp-
tion (IDE) application accepted by the
FDA provided the requirements of
§35.49(a) are met.

§35.604 Surveys of patients and
human research subjects treated
with a remote afterloader unit.

(a) Before releasing a patient or a
human research subject from licensee
control, a licensee shall survey the pa-
tient or the human research subject
and the remote afterloader unit with a
portable radiation detection survey in-
strument to confirm that the source(s)
has been removed from the patient or
human research subject and returned
to the safe shielded position.

(b) A licensee shall retain a record of
these surveys in accordance with
§35.2404.

§35.605 Installation, maintenance, ad-
justment, and repair.

(a) Only a person specifically licensed
by the Commission or an Agreement
State shall install, maintain, adjust, or
repair a remote afterloader unit, tele-
therapy unit, or gamma stereotactic
radiosurgery unit that involves work
on the source(s) shielding, the source(s)
driving unit, or other electronic or me-
chanical component that could expose
the source(s), reduce the shielding
around the source(s), or compromise
the radiation safety of the unit or the
source(s).

(b) Except for low dose-rate remote
afterloader units, only a person specifi-
cally licensed by the Commission or an
Agreement State shall install, replace,
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relocate, or remove a sealed source or
source contained in other remote
afterloader units, teletherapy units, or
gamma stereotactic radiosurgery
units.

(c) For a low dose-rate remote
afterloader unit, only a person specifi-
cally licensed by the Commission or an
Agreement State or an authorized med-
ical physicist shall install, replace, re-
locate, or remove a sealed source(s)
contained in the unit.

(d) A licensee shall retain a record of
the installation, maintenance, adjust-
ment, and repair of remote afterloader
units, teletherapy units, and gamma
stereotactic radiosurgery units in ac-
cordance with §35.2605.

§35.610 Safety procedures and instruc-
tions for remote afterloader units,
teletherapy wunits, and gamma
stereotactic radiosurgery units.

(a) A licensee shall—

(1) Secure the unit, the console, the
console keys, and the treatment room
when not in use or unattended;

(2) Permit only individuals approved
by the authorized user, Radiation Safe-
ty Officer, or authorized medical physi-
cist to be present in the treatment
room during treatment with the
source(s);

(3) Prevent dual operation of more
than one radiation producing device in
a treatment room if applicable; and

(4) Develop, implement, and maintain
written procedures for responding to an
abnormal situation when the operator
is unable to place the source(s) in the
shielded position, or remove the pa-
tient or human research subject from
the radiation field with controls from
outside the treatment room. These pro-
cedures must include—

(i) Instructions for responding to
equipment failures and the names of
the individuals responsible for imple-
menting corrective actions;

(ii) The process for restricting access
to and posting of the treatment area to
minimize the risk of inadvertent expo-
sure; and

(iii) The names and telephone num-
bers of the authorized users, the au-
thorized medical physicist, and the Ra-
diation Safety Officer to be contacted
if the unit or console operates abnor-
mally.
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